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A division of Troy Sheet Metal Works, Inc. 
1024 South Vail Avenue, Montebello, CA  90640 
www.troyproducts.com   800 700-8769        

 
  

Part No: CC-21TH-OH-7  Vehicle: Chevrolet Tahoe 
Description: 2021 Chevy Tahoe overhead console  Model year: 2021+ 
  

 
Tools Required: 

• Trim removal tool • 1/4” nut driver • Flat head screwdriver • Scissors 

• Transparent tape • Phillips’s screwdriver • 3/8” wrench or socket                    
with small ratchet 

 

 
Troy Products recommends reading through all installation instructions prior to installation to check all necessary parts 
have been included. 
 
IMPORTANT NOTES: 
 

• Troy Products Overhead console is only compatible with 
OEM overhead console version without sunroof, third row 
seats and power sliding console modules. 

 

• Only OnStar and airbag indicator module will be available 
to be transfer to overhead. 
 

• Consider the current OEM dome lighting status mode. As 
the lights control module won’t be transferred over, the 
last mode the OEM lights were set will stay in operation. If 
lighting is required for your installation an option would be 
to install after-market dome lights, sold by others. 

  

 

• This overhead console allows to 
install 4” and 3” face plate 
inserts, due to overhead space 
constrains the available depth 
of the face plates are as follow: 
 
1 ½” for 4” face plate 
1 ¾” for 3” face plate 
 
(Verify the depth of your face 
plates prior attempting this 
installation by placing face 
plates in place on Troy Products 
overhead console or contacting 
customer service) 
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Removal of OEM overhead console________________________________________________________ 
 

1) Insert the trim removal tool on the approximate area shown, pull down access plastic cover in the shown 
manner. 
 

2) Unscrew two OEM screws (Do not discard, screws are to be re-used to install Troy Products overhead 
console on Step 24) using the 1/4” nut driver along with the T15 security drive bit included in the “face plate 
hardware kit”. 

 

   
 
 

3) Carefully pull-down OEM overhead console, note U-clips are marked at their location. 
 

4) Disconnect main harness from OEM overhead console. 
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Removing the electronics from OEM overhead console________________________________________ 
 

5) Remove indicated 5 screws (Save screws for your 
purpose) from picture using the 1/4" nut driver 
along with the T15 security drive bit, this will 
release the PCB housing panel.  

 

 
 
6) Disconnect mini flat ribbon cables at shown locations, carefully lift ribbon cables locking tabs as shown. 
 

 

 

 
7) Remove and take apart OnStar/Air bag indicator housing, silicone conductive pad and PCB from OEM 

overhead console. 
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8) Carefully disconnect mini harness using the flat head screwdriver at indicated locations (Save mini harness for 

your purpose). 

 

 

9) Remove indicated 4 screws (Save screws for your purpose) using the ¼” nut driver along with the T15 security 
drive bit, this will release the main PCB board along with the liftgate module from the OEM overhead console. 

 
10) Carefully remove lift gate module and silicone conductive rubber pads from PCB board. (Save these 

components and remaining of OEM overhead for your purpose) 
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Preparing electronics to be transferred to Troy Products overhead console_______________________ 

11) Set the main PCB board on the PCB housing as shown. Use the 5x8” plastic Ziploc bag from the hardware kit, 

make slits on the bottom sides where shown and slide it on the PCB and housing. (The plastic bag will help to 

keep PCB board in place and to prevent it from touching metal surfaces).  

 

12) Fold back the plastic bag or cut a hole with the scissors to reveal the connector pins port at the rear side of 

housing. Secure bag to plastic housing using tape. 

  

13) Connect mini ribbon cable to OnStar/Air bag indicator PCB as shown, set PCB on housing. 

 

14) Place OnStar/Air bag indicator housing and silicone conductive rubber pad on housing as shown. Make sure all 

conductive buttons from the PCB board align with their corresponding locations from the rubber pad. 
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15) Add tape to temporarily secure Once OnStar/Air 

bag indicator components to housing where 

marked. 

 

 

 

Transfer electronics to Troy Products overhead console_______________________________________ 

16) Secure electronics to Troy Products overhead 

console by using two #8 x 1/2” Torx screws from 

the “face plates hardware kit” and the provided 

#10 Nylon washers as shown, do not tight screws 

at this point. 

 

 

17) Verify that displayed is centered in overhead cutout, making sure buttons have space all around to function 

properly. Once display is centered and buttons are functional you might proceed to tight the screws from 

previous step. 
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18) From the rear side of overhead make slit cuts to the Ziploc bag on X marked locations near mount location on 

plastic housing and near mount location at bracket from overhead console at both sides of plastic bag. 

 

19) Pass included zip ties through X marked locations on plastic bag, zip ties are to hold the PCB plastic housing to 

overhead mounting holes, tie zip ties. Do not over tight the zip ties and cut off any excess. 

 

  

 

Install Troy Products overhead to vehicle___________________________________________________ 

20) Remove two indicated U-clips from overhead frame. 

 

21) Bring the Troy Products overhead and plug main harness from vehicle to it. 
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22) Slide overhead assembly and engage the mounting tabs at both sides of vehicles body to provide a temporary 

placement position. Do not rely solely on this to hold the overhead in place, keep a hand on it until overhead 

has been securely held by screws and nylon nuts on next step. 

 

 

 

 

 

23) Insert two provided #10 zinc 

washers to two #10-32 x 5/8 screws 

and install them at the shown 

locations, manage to hold the 

provided #10-32 nylon nuts on the 

inside space with one finger as you 

drive the screws with a screwdriver. 

Do not tight screws at this time. 
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24) Get the OEM screws from Step 2, install screws at 

marked locations. Go back and tight screws and 

nylon nuts from previous step, manage to fit in a 

3/8” wrench or a socket with a small ratchet in the 

open inside space to tight them. 

 

 

 

25) Install your 4” and 3” face plates insert using screws from “face plates hardware kit” (face plate inserts sold 

separately), finally Install included 2” logo face plate using screws from “face plates hardware kit” to cover up 

access space with the logo orientated as shown. 

 

 

 

 

Your installation is now complete.  If you have any questions or suggestions for adding additional instructions, please call 
Customer Service at (800) 700-8769. 
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CC-21TH-OH-7     BILL OF MATERIALS 

 

Part # Description QTY. Picture 

CC-21TH-OH-7 
2021 CHEVY TAHOE OVERHEAD 
CONSOLE 

1 

 

FP-LOGO-2 2” LOGO PLATE 1 

 

AC-TSSCR25 FACE PLATES HARDWARE KIT 1 

 

1-HDW-S5071 8" NYLON CABLE ZIP TIES 2 

 

1-FST-10-23043 
#10-32 X 5/8 ROUND HEAD 
PHILIPS - ZINC 

2 
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1-FST-50-10600 FLAT WASHER, #10 - ZINC 2 

 

1-FST-50-30033 
#10 x .177" NYLON RETAINER 
WASHER 

2 

 

1-FST-35-31150 # 10-32 nylon nut 2 

 
 

 


